The guarding to the juliet balcony shall be
/ designed and installed to withsatnd the
/ \ loading indicated in BS 6399-1 1996 and
# — BS 6180: 1995
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the height of the guarding to the juliet
balcony should be 1100 mm
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PROPQOSED SIDE ELEVATION
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PROPOSED REAR ELEVATION
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== re—site existing gas meter as indicated A ™
remove the existing garage doors and All habitable room to have back ground
frame and provide new foundations for ventilation equal to 8000 mf2 in
proposed on_<#< wall construction and new U@Q @ addition to an opening light|equal to =
door and window frame 1/20th the floor area. - EXISTING FIRST FLOOR PLAN THE PARTY WALL ACT 1996 - The
o ‘ - excavation depths subject to site bed 1 Bathroom (with or with out b wc) to EXISTING GROUND FLOOR PLAN scale 1:100 Client's attention is drawn to the
carefully remove the existing gas fire gnd _OC3@® conditions and Building Inspectorates have an opening light, 4000] mm2 back scale 1:100 Party Wall Act 1996 which requires
associated services and line existing requirements ground ventilation and an ejtractor fan notification and agreement to be
chimney and provide new log burner td = capable of extracting 15 litrps/second. made with adjoining owners, where
Clients specification — make good to dll grub up existing garage floor and lay I the building owner undertakes any
disturbed surfaces _JOBQ new floor as per main specification — carefully remove the existing chimney :_MM.q_ﬂ.:msuﬂuﬂﬂﬂmﬂn__ﬂwm“nﬁh“:
remove existing window and stud wall hall . floor to be minimum 150 above finished breast up to ceiling level and insert steel the properties. the Client shall
below and insert new door and frame to — O._"_"_OQ ground level M@M:.\“ to wﬁ_.moﬁc_d_am_m@_:o__o_‘ . wmww_vo_m_ and ensure that all legal obligations in
; Fieat etail — make good to all disturbe . : .
Clients specification existing 100 mm garage wall to be curfaces 9 this regard are complied with.
build new light weight concrete block wall insulated as per attached detail Al b 4 lintels t4 1
isti i .. new beams and lintels ave a REVISIONS & PUBLICATION DATES
meion —ansure. gl pew bickbioek work remove the existing garage roof and s minimum 150 mm-end bearlng from
! q telv tied inte th ICK/ G ¢ W raise level as indicated to accommodate b edge of brickwork
IS adequately ted Into_the existng 1o the proposed new floor level — flat roof ®
ensure stability — make good to all construction as per main specification S New steel beams to have a|minimum
disturbed surfaces > .. >
Lo . 2 finish of one layer 15 mm |Glasroc S
remove existing door and frame and alter the existing window to the ground € plasterboard and skim, to ag¢hieve 30
block up opening using materials to floor we and kitchen area to suit the S minutes fire resistance
match the existing structure — ensure [all proposed new home office roof level o0
new brick/block work is adequately tied build I indicated th = Beams to be set on dense [concrete
into the existing to ensure stability ~ uid up walls as indicated on the g 3 I padstones
. . JSVp elevations to accommodate the new levels Sle
carefully remove the existing chimney - Q_D_D@ — using materials to match the existing o|®
breast making good to all disturbed :% — ensure all new brick/block work is m._._lh e
surfaces adequately tied into the existing to |5 I
fully d lish th isti I ensure stability — make good to all mw. form new opening in existing structure
_m:oa_‘mooor_ﬁovm oo::moﬂ_:mwol owﬁoow__m_u_mﬁm:)swom as _A_._.O_J®3 disturbed surfaces 1= - and insert suitably approved] lintel over —
Structural Engineers design and detail — / m U_\wﬁ,\_ﬂo 30<M3cg_ﬁu_\”\0 an.vcﬁ_mv_o 9l Nm_n_ .<<_3aﬁ0<<_u
. demolish the existing conservatory/green unit to ma € exisung —|glazing to be
make good to all disturbed surfaces house and re— build new UPVC £ UQ._.—J obscured — make good to ¢l disturbed . o .
Al new beams and lintels to have a conservatory to specialist contractors M -l surfaces 1_033_30 N»WC__Q_—__Q W@@C_Q._._OS
minimum 150 mm end bearing from " specification and design 3 > rwp Purposes Only
edge of brickwork .JMMQB\ ” . Sanitaryware and fittings to |be chosen by
steel beam over to support remaining structure to Structural Engineers design u_‘<< steel beam over to support remaining _ client PROJECT NUMBER / DRAWING NUMBER
New steel beams to have a minimum P structure to Structural Engineers design |
r_m_mﬁo_\mm%mmo_%%mw&m _MVBQow_MwmoWom 6 003m®ﬂ<o._.03\ remove existing window and |block up Nh@@\mé \ON
w\:zcﬁom fire _\owmmﬁozoo. opening using materials to mhatch the
Lo existing structure — ensure pll new
B to b t d t _._.._.__J . . brick/block work is adequatdly tied into CLIENT
UMMMMM:% © set on dense concrete S @ All windows are to be double glazed en mC_._.m the existing to ensure stabillty Mr & Mrs S Ball
units and should achieve a U’ value 1.6 . 101 Waterdale Grove
Movement joints in brickwork and W/m2k — all glazed doors are to be w»co_.éo__wﬁ »Mm%o 100 x Wo _\ﬂ._j M_Bwﬂ_‘j -
blockwork to be as recommended by ths double glazed units and should achieve a :_.mooﬂ_s%:% ol vﬂ“wommj_.om 1_VNAM380__ e Meir Haye
Y e 19 W/ o Coss g ok 500 e 1 Stoke-On-Trent
Cavities are to be closed using Authority if :ooowﬂo_. Full drauaht mm thick mineral wool insulption batts ST3 5TX
"Thermabate 100 cavity closers’ built in ———— oty | Y- ug are to be fitted between thq framing.
as work proceeds, in strict accordance © rwp proofing/seals are to be provided to all X Frmoer—frommimg—to—be—faced- both sides
with the manufacturers instructions. units. All ‘glazing in critical locations to with 12.5 mm plasterboard and skim. DRAWING TITLE
be to BS 6206. Windows are to be to
the clients choice and the satisfaction of Existi .
: : xisting and Proposed Details
the Local PI Authority.
all external works to be specified by the Client e roca ) anning r_ .o_\_V\ Heat Detect
The guarding to the juliet balcony shall be 6 eat Letector FIRST PUBLICATION DATE
designed and installed to withsatnd the loading ]
indicated in BS 6399—1 1996 and BS 6180: April 2021 Jon Bennett
1995 Smoke Detector
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