
Remove existing doors and brickwork to create 

double height double glazing to existing opening. 
New 150mm blue brick plinth to the base.

Existing bricked up opening to 

be re-instated with new 
painted treated SW VB ledged 

and braced door and frame

D.0.04 to be new painted treated SW VB 

framed ledged and braced sliding door (mechanism 
to be refurbished and repainted).

Fixed glazing to table tennis area behind.The Barn
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New painted treated SW VB 

ledged and braced concertina 
timber doors (open) to double 

height glazing.

D.0.04

The 26 Shed

The Barn
The 40 

Shed

Existing window to be 

replaced with new painted 
treated timber bottom hung 

inward opening hopper 
window

Existing window to be 

replaced with new painted 
treated timber bottom hung 

inward opening hopper 
window

Existing window to be replaced with 

new painted treated timber bottom 
hung inward opening hopper windows 

with thin double glazing

Existing window to be replaced with 

new painted treated timber bottom 
hung inward opening hopper windows 

with thin double glazingDatum 188.00m

Existing roof light to be 

replaced with new 
conservation roof light 

Existing roof to be stripped back and 

recovered with existing/second hand
Staffordshire Blue Plain clay tiles, fixed to 

new 25x50mm treated timber battens with 
S.S Nails over breather membrane 

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing walls to barn buildings to be inspected 

and defective mortar to be repaired with a 1:2 
lime mortar.

Existing plastic rain water goods to be 

replaced with Brett Martin cast iron style 
upvc half round guttering and rain water 

pipes.

Existing corrugated sheet to be removed

and replaced with Vertical timber 
cladding fixed to 50x50mm horizontal 

and vertical counter battens.

Existing corrugated sheet to be removed and 

replaced with new zinc standing seam roofing,
18mm WBP plywood fixed to new 50x50mm 

treated SW timber battens.

Existing window to be removed and 

replaced with new treated SW timber 
window and double glazing.

Existing corrugated sheet to be removed 

and replaced with new black corrugated 
metal sheet.

Existing blockwork external walls to be clad 

with brick slips to match existing barn 
buildings. Staffordshire Blue brick slips to be 

used up to DPC level.

Existing plastic rain water goods to be 

replaced with Brett Martin cast iron style 
upvc half round guttering and rain water 

pipes.

Existing window to be replaced with new 

painted treated timber bottom hung inward 
opening hopper window

Existing walls to barn buildings to be inspected 

and defective mortar to be repaired with a 1:2 
lime mortar.

Existing ventilation slot 

openings to be 
reinstated with thin 

double glazing

Existing roof to be stripped back and 

recovered with existing/second hand
Staffordshire Blue Plain clay tiles, fixed to 

new 25x50mm treated timber battens with 
S.S Nails over breather membrane 

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing door to be replaced by 

new painted treated SW VB ledged 
and braced panel and frame

Existing door to be replaced by 

new painted treated SW VB ledged 
and braced panel and frame

Existing ventilation slot 

openings to be 
reinstated with thin 

double glazing

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing walls to barn buildings to be inspected 

and defective mortar to be repaired with a 1:2 
lime mortar.
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breeze block to be 

clad in brick
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existing lean to shed demolished

W.0.15

D.0.12

The 40 ShedThe 26 Shed
Datum 188.00m

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing blockwork external walls to be clad 

with brick slips to match existing barn 
buildings. Staffordshire Blue brick slips to be 

used up to DPC level.

Existing corrugated sheet to be removed and 

replaced with new black corrugated metal sheet.

Existing plastic rain water goods to be 

replaced with Brett Martin cast iron style upvc 
half round guttering and rain water pipes.

Existing portal framed building to be 

demolished and connections with 'the 
barn' to be made good. Existing random 

coursed sandstone walls to be inspected 
and defective mortar to be repaired with a 

1:2 lime mortar.

Existing walls to barn buildings to be inspected 

and defective mortar to be repaired with a 1:2 
lime mortar.

Existing plastic half round gutters and 

down pipes to be replaced with 125mm dia 
half round cast iron gutter, painted black 

on galvanised steel rise and fall brackets 
and 75mm dia cast iron rain water pipe, 

painted black.

Existing corrugated sheet to be removed and 

replaced with new black corrugated metal sheet.

Existing plastic rain water goods to be 

replaced with Brett Martin cast iron style upvc 
half round guttering and rain water pipes.

Existing door D.0.12 to be removed 

and replaced with new painted 
treated SW VB ledged and braced 

door and frame within existing 3-
piece dressed sandstone arch 

(stonework indicative).

Existing corrugated sheet to be removed and replaced with 

Vertical timber cladding fixed to 50x50mm horizontal and 
vertical counter battens.

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be replaced with 

new painted treated SW timber 
window with thin double glazing

Existing window to be 

replaced with new bottom 
hung inward opening 

hopper windows

Existing window to be 

replaced with new bottom 
hung inward opening 

hopper windows

Existing window to be 

replaced with new bottom 
hung inward opening 

hopper windows

Existing roof to be stripped back and 

recovered with existing/second hand
Staffordshire Blue Plain clay tiles, fixed to 

new 25x50mm treated timber battens with 
S.S Nails over breather membrane 

Existing roof to be stripped back and 

recovered with existing/second hand
Staffordshire Blue Plain clay tiles, fixed to 

new 25x50mm treated timber battens with 
S.S Nails over breather membrane 
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New painted treated SW VB 

framed ledged and braced 
concertina timber doors to 

double height glazing.
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26 Shed, The Barn and 40 Shed Long
Elevations 'as proposed'
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26 Shed, The Barn and 40 Shed North East Elevation as proposed
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26 Shed, The Barn and 40 Shed South West Elevation as proposed
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