
 
 
Generator Datasheet 

The QAS range is feature packed and comes with the ruggedness and 
reliability you demand from a generator. Desgined to provide the 
highest level of performnce even In the harshest conditions, perfect 
for all rental applications including heavy duty construction use. 

 

Emission compliance  EU Stage IIIA 

Rated frequency 50 | 60Hz 

Rated voltage 400 | 480v 

Prime power 60Kva / 48Kw 

Peak power 66Kva / 53Kw 

Rated Current (PRP) 87 Amps 

Rated Speed 1500 RPM 

Single step Load Cap 85% 

Internal Fuel Tank 149 Litres 

Fuel consumption 14 Litres per hour @ 100% load 

Fuel autonomy 10 hours @ 100% load 

Electrical protection 4 pole breaker and earth leakage relay 

Noise level (dBA) 89 @ 1m / 61 @ 7m 

Dimensions L x W x H 2260 x 1050 x 1430mm 

Weight: dry / wet 1305 / 1433kg 

 
Specifications to be used as a guide only & subject to availability of the exact model described.  
If you require certain specification, please state this at the time of order. 

• Effeicent running 
helping to reduce 
both costs and 
emissions  10.5ltrs 
at 70% load 

• Silent generation  -
61 db(A) at 7m 

• Compact desgin 
perfect for events 
to construction 

60Kva Silenced Generator 
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