
Corbelled Brick Chimney

Front / Rear Elevation (Typical)

Corbelled Brick Chimney

Gable Elevation (Typical)

CHIMNEY (MOCK) DETAIL

Mock chimney constructed from a stainless

steel carcass outerclad in Ibstock,

Birtley Old English facing brickwork. 

Chimney stack is to comprise of stretcher

brick courses as indicated.

Upper and lower courses to project

approx. 20mm past outerface of chimney

stack. Middle course to project an additional

20mm as indicated. Chimney pot shall be a

Forterra List No. 1 Roll Top Pot traditional clay.

10 Cawdry Buildings, Fountain Street, Leek. ST13 6JP

Telephone: 01538 386002

E-mail: info@sammonsltd.co.uk

Web: www.sammonsltd.co.uk

Ltd

SAMMONS
rchitectural

A - 

August 2024 1:20

2021-2632-101 NAW

A3

-
Drg No.

Date Scale

DrawnRev.

Sheet

This drawing is copyright.

All dimensions must be checked prior to commencement.

Upperdales Developers Ltd

Proposed Redevelopment of
Lilac Grove Farm,
Folly Lane, Cheddleton
Staffs,
ST13 7DA

Planning Conditions
Chimney Details

Corbelled Brick Chimney

Gable Elevation (Plot 1)

Corbelled Brick Chimney

Front / Rear Elevation (Plot 1)

665mm

890mm

0
.0

m
m

scale bar @ 1:20

2
0

0
m

m

4
0

0
m

m

6
0

0
m

m

8
0

0
m

m1003mm

665mm


