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A - 11/12/2024 - MINOR AMENDMENTS FOLLOWING CLIENT'S FEEDBACK

B - 13/12/2024 - DOOR AND WINDOW COLOURS AMENDED
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PROPOSAL
It is proposed that the existing Coach House undergo a number
of alterations as a means of creating a Pottery Studio with

first floor Office. The material alterations are as follows;

• Roof
  The existing plain tile roof be inspected to determine if there
  are any missing or defective tiles. If there are then they shall
  be replaced with reclaimed tiles to match existing.
  Redundant chimney stack to East elevation to also be
  looked at to see if the flashing has been suitably dressed into
  the masonry.

  Roof to be thermally upgraded via a combination of insulation
  between and underneath the existing rafters. Felt to remain
  as existing.
  Insulation to be underdrawn with plasterboard.
  All to suit current Building Regulation requirements.

• Rainwater goods
  Black finish uPVC half-round gutters on metal rise-and-fall
  brackets with circular downpipes. All to remain as existing.

• Walls
  Existing coursed stonework to remain with the exception of the 
  small aperture above the new doorway to the East which shall 
  be built-up to match the surrounding wall.
  To the inner face of the external wall upgrade by provided
  a tanking system (to prevent the ingress of moisture),
  insulation and plasterboard to suit current Building Regulation
  requirements.

• Windows
  All existing timber windows to remain - retain and painted in
  Charcoal Grey (to match property opposite).
  Feature aluminium windows shall be provided, inset behind
  the existing barn doors which will be retained.
  Feature windows to have black frames.

• Doors

  Existing Coach House barn doors and personnel door to be
  retained and painted in Charcoal Grey.
  New door on gable end to be of timber construction, painted
  in Umbra Grey RAL 7022.
  
• Floors
  Existing suspended timber first floor to be removed and
  reinstated at same finished floor level using new timber floor
  floor joists and trimmers to suit proposed layout.

  Beams erected at first floor height to break-up the span of
  the joists.
  Existing ground floor, which is predominantly made-up 
  with flag-stones and un-made ground, shall be upgraded
  to a insulated ground bearing slab to suit current Building
  Regulations.

• Foul Drainage
  Waste water from proposed WC shall connect on to the 

  existing foul drainage run.
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