
Glass fin mullion

Glass mullion steel shoe

150mm thick rigid PIR board 
insulation  (eg. Kingspan 
Kooltherm K103)  laid on 150mm 
thick reinforced concrete floor 
slab incorporating 1No. layer 
A393 fabric reinforcement mesh 
to top min. 40mm cover

Glass Purlin Beam 39mm

Glass Purlin Beam 39mm DGU door over panel given 
extra strength with 
toughened or heat 
strengthened laminated 
layers

Aluminium sliding door head guide

Compriband Seal

Existing sandstone to 
rear (south elevation)

Silicone Seal

Lead flashing as per drawing ref. AL123

Powder coated steel purling socket box

Slot drain (eg. Marshalls 

Drexus) within external 
landscaping

Ceramic tiles to client specification 
over 100mm thick sand:cement 
screed with integrated underfloor 
heating system to specialist 
contractor/client's specification

Slot drain (eg. Marshalls Drexus) within 
external landscaping

Aluminium door channel to 
specialist contractor's 
specification (colour: RAL 
9005, Jet Black)

150mm thick rigid 
PIR board 
insulation laid on 
150mm thick 
reinforced concrete 
floor slab 
incorporating 1No. 
layer A393 fabric 
reinforcement mesh 
to top min. 40mm 
cover

Ceramic tiles to client 
specification over 100mm 
thick sand:cement screed 
with integrated underfloor 
heating system to specialist 
contractor/client's 
specification

Glazed sliding doors

External floor level at top of 
steps

Internal finished 
floor level
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• All dimensions to be checked on site before proceeding.

• Contractor must notify the architect of any discrepancies before proceeding.

• Contractor to check/adjust dimensions of new work to suit existing conditions. Do not assume existing
structure or details are plumb, square or level.

• All drawings to be read in conjunction with all other consultants drawings and specs.
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Glazed Extension Details 'as proposed'

Mr & Mrs Ball
Proposed Glazed Kitchen Extension
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Manor Farm, Park Lane, ENDON.  Stoke on Trent.
ST9 9JA.
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K i t c h e n 

Lean -to Glazed 

Extension

glass purlin beams 
above

New underground 
drainage run

New inspection 
chamber

New cast iron 
rainwater pipe to run 
to inspection chamber 
below ground

Infill between existing 
house and new glass 
extension: details as 
drawing ref. 1541 AL 
123

Fixed glazing with 

black (RAL 9005) 
seals

Slot Drain (eg. 

Marshalls Drexus 

connected to new 
underground 

drainage run)
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1 : 2 5

D

E

F
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Non-reflective, non-

tinted, clear structural 
glass

All glass to be non-

tinted, non-reflective 
clear glazing

Black seals and 

channels (colour ref: 
RAL 9005)
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