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BUILDING NOT SURVEYED - DRAWING FOR ILLUSTRATION PURPOSES ONLY

limited. This drawing has been prepared for presentation purposes only. Consultants wishing to use the
drawing for guidance must check all dimensions on site prior to finalising their element of work to be
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SITE - EXTERNAL DECORATIONS COLOUR SCHEDULE:
REFER TO ELEVATIONS FOR EXACT LOCATION. FULL BUILDING DECORATIONS REQUIRED &
ACCESSORY ITEMS.

REV: DATE: BY: COMMENT:

ALLOW TO PAINT EXISTING PAINTED SURFACES ONLY UNLESS SPECIFIED BY DESIGNER. - Refer to
associated elevations for specific pick out decorations.

@ RAINWATER GOODS

- REMOVE ANY REDUNDANT WIRING, BRACKETS, SIGNAGE AND OTHER ITEMS PRIOR TO

DECORATION WORKS - DISCUSS ANY QUERIES WITH DESIGNER. rml
- COMPLETE ANY REPAIRS REQUIRED PRIOR TO DECORATIONS WORKS. Y,
- Redecorate accessory items such as picket fences, railings, pergolas, general joinery etc. —{

All paints to be oil based for durability. All repairs to painted render required prior to preparation and
re-redecoration. All patch repairs to be fully dry prior to re-decoration in accordance with manufacturer's
recommendations. Any uPVC units/finishes to be treated with Dulux Multi Surface primer.
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WL/001 WL/001 - Wall Wash Up/Down Light \
Ref: Odyssey 2It wall IP44 7W
l Lamp: 2no GU10 159737 (ELG)
Luminus Flux 355 Im

luminus intensity 650 cd
Colour Temperature 2700K

WL/002 - Wall Wash Down Light
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WL/002 Ref: Odyssey 1t wall IP44 7W | \
Lamp: 1no GU10 159737 (ELG) /
Luminus Flux 355 Im FACIAS
luminus intensity 650 cd
Colour Temperature 2700K
EFL50/046 | EFL50/046 - 50W Warm White (3k) Flood (Black) - - - - : [
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Colour Temperature 3000K
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THE LIGHTS BELOW ARE SUPPLIED AND FITTED BY SIGNAGE
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