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Contract
PROPOSED DWELLING ON LAND
grass OFF SMITHY LANE, MOBBERLEY,
CHEADLE, STOKE ON TRENT, ST10 1TN.
+
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Drawing Title
EXTERNAL WORKS PLAN - WORKING DRAWING
Turfed or seeded area. Date Contract Number
Clean screened licensed topsoil 200mm deep 28th FEBRUARY 2025
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BELOW GROUND DRAINAGE '
All new drains to be 100mm plastic pipes and flexible joints. All to be bedded Drg. no. g475.012 Revision Suffix
and surrounded in pea gravel. Pipes laid to falls and connected into _ _ o 6175-0
PPIC chambers, bedded on lean mix concrete and surrounded with pea gravel. Permeable Concrete block paving laid on sand blinding
Inspection chamber lids to be medium duty. gn 500_mm_su|ph_ate free hardcore. Gaps between blocks . .
New foul drainage system is to be connected into previously installed bio filled with fine grit. @ ‘ ‘ ‘ S h ‘ ‘ ‘ O r\
; ; All edges to be retained or bedded and haunched with .
disc digester system.
All new rainwater gullies are to be trapped plastic fittings with plastic gratings. sand/cement mortar. f
New foul soil stacks are to be connected with slow bend pipes into foul drains. _ _
Surface water drains are to be collected into an underground soakaway chamber Pz-ived areas to comprise concrfate or stone-pavmg slabs
within back garden. To be sited 5m from any building. To be sized according to laid on sand cement mortar or limestone grit on sulphate Itd
; ; fre hardcore to gentle falls.
results of on-site percolation test. .
Soakaway formed with perforated concrete ring manhole, built off 300mm hardcore Where possible, paving should drain onto soft landscaped Chqrigred Archligcis
base and surrounded with 200mm clean broken bricks. areas. Include _ramped access to front doors to comply WV\{W.GIIIShIII.manpartnerShIp..CO.UK
Capped with concrete cover with manhole cover bedded on brickwork surround. with DDA requirements. admin@ellishillmanpartnership.co.uk
T: 01782 633116
Holly Lodge, 3 Silverdale Road, Wolstanton,
R N Newcastle under Lyme, Staffordshire, ST5 8BQ
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