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REMEDIAL REPAIR WORKS TO STORE
ROOM WALL REFER TO ELEVATION
A-A FOR DETAILS.

NEW RAINWATER GUTTER TO BE INSTALLED TO
TAKE WATER DISCHARGE FROM FLAT ROOF.

WATER INGRESS POINT.  RAINWATER DISCHARGE
POINT TO BE RE-LOCATED TO AVOID POOLING
ON ROOF.

FLASHING HEIGHT TO TO BE INCREASED AND
DEBRIS TO BE REMOVED.
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FOUNDATION FOOTING DETAILS TBC
FOLLOWING TRIAL PIT SOIL
INVESTIGATION - ALLOW FOR MINOR
LOCALIZED UNDERPINNING OF EXTG.
WALL FOUNDATION IF REQUIRED.

NEW PFC POST WITH CAPPING
PLATE. POST TO BE RESIN
ANCHORED TO EXTERNAL SKIN
OF BRICKWORK USING RESIN
ANCHORS. PFC SECTION SIZE
AND ANCHOR DETAILS TO
SPECIFIED BY THE STRUCTURAL
ENGINEER FOLLOWING TRIAL
PIT INVESTIGATIONS FOR
CONCRETE FOOTING.

300 DEEP X 300 LONG
CONCRETE PADSTONE TO
COVER WALL WIDTH

NEW TIMBER-ENCASED 203 X 203 X
46 UC STEEL BEAM TO REPLACE
DAMAGED HISTORIC TIMBER BEAM

NEW SINGLE SKIN BRICKWORK
WALL PANELS TO REPLACE
DAMAGED HISTORICAL
BRICKWORK

200 X 90 PFC STEEL POST WITH
TIMBER INSERT TO REPLACE
DAMAGED HISTORIC TIMBER
POST.

PFC CONNECTED TO TIMBER
POST USING 2 NO.
COUNTERSUNK M10 BOLTS
(8.8) THROUGH 10MM TH'K
STEEL BACKPLATE

200 X 90 PFC STEEL MEMBER
WITH TIMBER INSERT TO
REPLACE DAMAGED HISTORIC
TIMBER WALL PLATE.

PFC PLATE CONNECTED TO
FLANGE OF PFC POST USING
2NO. M16 (8.8) BOLTS
THROUGH 10MM TH'CK
ENDPLATE.

PFC POST CONNECTED TO
TIMBER EAVES BEAM USING 2 NO.
COUNTERSUNK M10 BOLTS (8.8)
THROUGH 10MM TH'K STEEL
BACKPLATE.

PACK TO U/S OF EXTG.
TIMBER POSTS FROM TOP OF
STEEL.
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CRACKING TO BRICKWORK UNDER
WINDOW CILL TO BE STITCH-REPAIRED
USING SIMPSON HELICAL BARS (OR
SIMILAR APPROVED) AT 225MM VERTICAL
CNTR'S IN BED JOINTS (3 NO. BRICKW'K
COURSES). ALLOW 500MM BAR LENGTH AT
EITHER SIDE OF VERTICAL CRACK.

NEW TIMBER-ENCASED 203 X 203 X
46 UC STEEL LINTEL BEAM TO
REPLACE DAMAGED HISTORIC
TIMBER LINTEL BEAM.
BEAM CASING TO BE CONSTRUCTED
FROM TREATED TIMBER AND
PAINTED BLACK TO MATCH
EXISTING. WATER SEAL AT TOP OF
CASING TO ARCHITECT'S DETAIL, TO
PREVENT FUTURE DAMAGE TO
MASONRY FROM WATER INGRESS.

STEEL LINTEL BEAM CONNECTED TO
MAIN STEEL BEAM WITH FIN PLATE
CONNECTION USING 2NO. M20 (8.8)
BOLTS. CONNECTION DESIGN TO
STEEL FABRICATORS DETAIL.
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