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1. Condition: Commencement of Works
The development hereby permitted shall be begun before the expiration of three years from
the date of this permission.

No submission required.

2. Condition: Approved documents

The development hereby approved, shall be maintained out in complete accordance with
the submitted amended plans and specifications as follows:-
00101 AL(0)12

00101 PL(0)15 Rev C

00101 PL(0)16 Rev B

00101 PL(0)17 Rev C

17271 01

17271 02

17271 03

CRCRCSFKD

The Rooflight Company details

Glidevale Inline Vents details

This variation of condition application seeks to vary the approved drawings to allow
removal of the existing modern timber tfrusses to increase available headroom and
installation of new structure to facilitate removal of the trusses. Two further minor
amendments include a level change within the ground floor, and changing an
external door to a window.

As such, we wish condition two to be varied to swap approved drawings : 00101
AL(0)12, PL(0)15C, PL(0)16B, 17271 01, 02 & 03 with proposed drawings: 00101 AL(0)12B,
PL(0)15G, PL(0)16E, LD-25-331-200-P1, LD-25-331-201-P1 and LD-25-331-202-P1.

3. Condition: Permitted Development - Openings

Notwithstanding the provisions of the Town and Country Planning (General Permitted
Development) Order 2015 (or any order revoking and re-enacting that Order with or without
modification) no additional windows or any other openings shall be installed in any part of the
development, unless a further planning permission has first been granted on application to the
Local Planning Authority.

No submission required.

4. Condition: Permitted Development

Notwithstanding the provisions of the Town and Countfry Planning (General Permitted
Development) Order 2015 (or any order revoking and re-enacting that order with or without
modification), no development as specified in Part 1 Class(es) AA, A to H or Part 2 Class(es) A
to C shall be carried out without express planning permission first being obtained from the Local
Planning Authority.
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No submission required

5. Condition: Parking
The parking spaces shown on the approved drawings shall be retained for the parking of
vehicles and shall not be obstructed for the lifetime of the development.

No submission required.

6. Condition: Bat & Bird Measures

The development shall be carried out in exact accordance with pages 20 to 27 of the Elite
Ecology Bat Activity Survey report dated June 2024 and shall include the measures specified
including the bat loft and bat boxes and bird measures, all of which shall be provided before
the development is first brought into use.

No submission required.

7. Condition: Landscaping

Before the development is first brought into use, full details of both hard and soft landscape
proposals shall be submitted to and approved in writing by the Local Planning Authority and
these works shall be carried out as approved. These details shall include:

e Means of enclosure

e Hard surfacing materials

Soft landscape details shall include:

e Planting plans

o Written specifications (including cultivation and other operations associated with plant and
e grass establishment)

e Schedules of plants, noting species, planting sizes and proposed numbers/densities where
e appropriate

e Implementation timetables

We would like this condition to be varied to agree the following submitted details :

Drawing PL(0)12A shows details of hard and soft landscaping, planting notes and
means of enclosure.

Yorkstone paving with gritstone setfs
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Hard paving to be a mixture of (preferably reclaimed) Yorkstone slabs and gritstone
setts, as per the landscaping plan. Remaining areas to be rolled self-setting limestone
gravel. Please see data sheets attached.

8. Condition: Planting/Seeding

All planting, seeding or turfing comprised in the approved details of landscaping shall be
carried out in accordance with the approved implementation timetable; and any trees or
plants which within a period of 5 years from the completion of the landscaping scheme die,
are removed or become seriously damaged or diseased shall be replaced in the next planting
season with others of similar size and species unless the Local Planning Authority gives written
consent to any variation.

No submission required at this time.

9. Condition: Construction - Hours of Working
Unless prior permission has been obtained in writing from the Local Planning Authority, all noisy
activities shall be restricted to the following times of operations:

08:00 - 18:00 hours (Monday to Friday);
08:00 - 13:00 hours (Saturday)
No working is permitted on Sundays or Bank Holidays.

In this instance a noisy activity is defined as any activity (for instance, but not restricted to,
building construction/demolition operations, refurbishing and landscaping) which generates
noise that is audible at the site boundary.

No submission required.

10. Condition: Construction - Waste
The development shall be carried out in accordance with the following measures:

I. Any waste material associated with the demolition or construction shall not be burnt on site
but shall be kept securely for removal to prevent escape into the environment. All waste
transfer records shall be retained for inspection by officers of the Local Planning Authority;

Il. No activity hereby permitted shall cause dust to be emitted beyond the site boundary so as
to adversely adjacent residential properties and/or other sensitive uses and/or the local
environment. In the event dust is caused to escape the site boundary the activity shall be
stopped until sufficient dust suppression has been undertaken to prevent further escape. There
shall always be the appropriate means and sufficient water resources on site for dust
suppression. These shall be made available for inspection when required by officers of the
Local Planning Authority

No submission required.

11. Condition: Contamination

In the event that contamination is found at any time when carrying out the approved
development it must be reported in writing immediately to the Local Planning Authority.
Development shall not continue until an initial investigation and risk assessment has been
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completed in accordance with a scheme to be agreed in writing by the Local Planning
Authority to assess the nature and extent of any contamination on the site. If the inifial site risk
assessment indicates that potential risks exists to any identified receptors, development shall
not recommence until a detailed remediation scheme to bring the site to a condition

suitable for the intended use by removing unacceptable risks to human health, buildings and
other property, and the natural and historical environment has been submitted to and
approved in writing by the local planning authority. Following completion of measures
identified in the approved remediation scheme and prior to bringing the development into first
use, a verification report that demonstrates the effectiveness of the approved remediation shall
be submitted to and approved in writing by the Local Planning Authority.

No submission required at this time.

12. Condition: Contamination

Prior to bringing the development into first use, all soils that are intended to be used for the
proposed garden/ soft landscaping areas shall be tested for contamination and assessed for
their suitability for the proposed use. Prior to sampling, a suitable methodology for testing the
soil shall be submitted to and agreed in writing by the Local Planning Authority and should
include the sampling frequency, testing schedules, and criteria against which the analytical
results will be assessed.

The results of the soil tests shall be submitted and approved in writing by the Local Planning
Authority. If soil results indicate that a potential risks exists, development shall not continue until
a detailed remediation strategy to bring the site to a condition suitable for the intended use
has been submitted to and approved in writing by the Local Planning Authority. The
approved remediation shall be carried out prior to the first occupation of the development.

Information to be submitted prior to occupation.

13. Condition: External Lighting

Any external lighting which is to be incorporated into this site in connection to this application
shall not increase the pre-existing illuminance at the adjoining light sensitive locations when
the light(s) is(are) in operation. Details of all external lighting to be installed at the site shall be
submitted to and approved in writing by the Local Planning Authority prior to their installation
and the works shall be carried out in full accordance with the agreed details.

We would like this condition to be varied to agree the following submitted details :
Position of proposed external lighting is shown on drawing PL(0)12A. It is proposed to

utilise wildlife-friendly low-illuminance bollard lighting, as per the below, solely to
iluminate the drive and pathway.
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EYE (SOLAR) BOSCO (SOLAR)
LIGHTING BOLLARD - 93002  LIGHTING BOLLARD - 93004

14. Condition: Tanking
The development shall not include any tanking of the walls of the listed building.

This condition was enforced to avoid any non-permeable tanking slurries being
applied to the existing walls. We would like this condition to be varied to agree the
following submitted details :

To address the difference in floor/ground levels and the high potential for moisture
penetration in these areas, it is proposed to install a drainage membrane to any areas
where the ground level lies above internal floor level, with perimeter drainage to the
base of the walls. Further details can be found on drawing PL(0)15G.

15. Condition: Facing Materials

Before the application of any finishing or new facing materials, details of such materials shall
be submitted and approved in writing by the local planning authority and the materials /finishes
shall be applied in exact accordance with the details.

We would like this condition to be varied to agree the following submitted details :

Facing Materials

Any new stone to be Hollington sandstone in colour to best match existing. Rubble
stone to be hand dressed to form rectangular blocks and finished to match existing
on site. Sample to be provided on site for inspection.

Roof Tiles
All whole and suitable existing tiles to be reused, with any broken/missing files to be
replaced with reclaimed files, sourced locally, to best match the existing Staffordshire
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blue plain clay tile in size, texture and colour. Sample to be provided on site for
inspection.

16. Condition: Joinery

Before the installation of any new doors or windows, details of full joinery specifications,
including colour, fittings and fixtures, annotations to which are opening and which are fixed,
materials, glazing type, glazing bar detail and moulding, and shutter colour and material shall
be submitted to and approved in writing by the local planning authority. Details of the glazed
pieces for the thirteen ventilation holes located at the two sides and two to front shall be at a
scale of 1.20. All of the works shall be implemented in exact accordance with the approved
details before the development is first brought into use.

We would like this condition to be varied to agree the following submitted details :

Joinery details can be found within the submitted drawings AC(3)01 & 02, to be read
in conjunction with drawings PL(0)15F and 16E.

17. Condition: Interior Materials

Before the application of new interior materials and insulation, details of this shall be submitted
to and approved in writing by the local planning authority. All of the interior materials and
insultation works shall be implemented in exact accordance with the approved details before
the development is first brought into use.

We would like this condition to be varied to agree the following submitted details :

Specifications for the lining of walls, roof and floor can be found within drawing
PL(O)15F.

18. Condition: Mortar Analysis

Before the application of new mortar, mortar analysis shall be undertaken of the surviving
existing mortar and the details of this together with details of the proposed mortar specification,
shall be submitted to and approved in writing by the local planning authority. All of the mortar
works shall be implemented in exact accordance with the approved details before the
development is first brought into use.

We would like this condition to be varied to agree the following submitted details:

The applicant has previously completed conversion of the smaller barn, known in
previous applications as ‘Barn B." A sample panel of re-pointing was inspected and
approved by the previous conservation officer. The applicant wishes for the mortar
to match and wishes to agree the specification and application via approval of a
sample panel rather than carry out mortar analysis (see condition 19).
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19. Condition: Mortar Methodology

Before the application of new mortar, details of mortar repointing, including the methods and
a summary, shall be submitted to and approved in writing by the local planning authority. All
of the mortar repointing works shall be implemented in exact accordance with the approved
details before the development is first brought into use. The mortar repointing works shall not
be undertaken in temperatures lower than 5 degrees.

We would like this condition to be varied to agree the following submitted details:

Re-pointing to be carried out only in areas where the existing lime mortar is either
missing or friable. Any cement mortar is to be carefully removed (by hand) and
replaced with lime. Defective pointing must be raked out to a depth usually equal to
twice the width of the joint or 25mm (whichever is greater), leaving a squared face to
receive the replacement mortar. This must be done using hand tools only.

Loose dust and debiris to be brushed away and flushed with clean water. The wall
should be rinsed down well in advance of pointing so that it is damp, rather than wet,
ready for mortar application. The weather must also be suitable i.e. not expected to
drop below 5°C. Damp hessian or plastic sheeting can be used to slow drying in
warmer temperatures.

Repoint using NHL 3.5 Hydraulic lime mortar, taking care to employ correct ratios of
sand to NHL mix. Recommend 3-parts sharp sand fto 1-part NHL3.5, unless the
stone/brick is found to be particularly soft or crumbling, in which case NHL2 or a lime
putty may be necessary. Colour and additives to best match original pointing, with
specific mix determined in collaboration with specialist lime supplier. Mortar to be
pushed into the joint firmly and compressed with a pointing key of suitable width.
Allow to take an additional set and then cut back to form a slight rebate from the
face of the stone. Tamp with a stiff churn brush once the mixture is “green hard.”

A sample panel will be made available on site for inspection and approval by the
conservation officer.

20. Condition: Rooflights

Before the insertion of rooflights, details of these at a scale of 1:20 shall be submitted to and
approved in writing by the local planning authority. All of the rooflights shall be provided in
exact accordance with the approved details before the development is first brought into use.

We would like this condition to be varied to agree the following submitted details :

All rooflights to be conservation profile by The Rooflight Company (or other similar
approved) with approx. size 565 x 1028mm. Please refer to attached documents:

e Rooflight Company Detall
e Rooflight Technical Data Sheet
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21. Condition: Flues

Before the insertion of the flue, details of this, including its design, colour, size, shape and
material shall be submitted to and approved in writing by the local planning authority.

The flue shall be provided in exact accordance with the approved details before the
development is first brought into use.

We would like this condition to be varied to agree the following submitted details :

Size and appearance of the flue can be found within drawing PL(0)16E. The finish will
e matt black.

22. Condition: External lllumination
No external wall illuminations, uplighters, downlighters or LED light fixtures are to be affixed to

the building or to the application site for the lifetime of the development.

No submission required
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