| new exiract

existing redundant
cast iron soil vent
pipe to be carefully
removed, brickwork
to be made good
where fixings have
been removed

new extract
fan grille

CHIMNEY THREE:

NB This chimney is not visible from the
surrounding properties at ground level.
Remove existing concrete floor file
capping, reduce chimney stack by 3 or
4 courses where the stack splays
outwards.

Reclaimed clay pot and cowl to be
installed and new flaunching using lime
mortar.

fan grile
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Proposd South West Elevation (Elevation 2)
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CHIMNEY TWO:

Chimney pot and cowl along with
flashings/haunching to be inspected.

Existing redundant television aerial

and wiring to be removed.
Cement based mortars to be
replaced with lime based mortar.
Lead flashings to be
reinstated/replaced as necessary.

N
N
]
NN
NN
N

N
N
]
NN
NN
N

CHIMNEY ONE:
Existing cracked cement haunching
to be removed

Existing tiles used as chimney
cappings to be removed.

Existing modern cowl fo be
removed.

Reclaimed clay pot and cowl to be
installed to active flue and
remaining two flues to be closed off
with flaunching reinstated using lime
mortar.

Repairs to be carried out o flashings
including removal of cement based
mortar and replacement with lime
based mortar and lead flashing all to
prevent further water ingress.
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CHIMNEY FOUR:

Redundant chimney stack to be removed to
prevent further water ingress and damage to
the fabric of the historic building.

Roof to be reinstated with new rafters and
plain blue Staffordshire roof tiles with lead
flashings at abutment with no 3 High Street.
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PLANNING PURPOSES ONLY.

Noftes:

1) The contractor to confirm details of the existing
structure are correct prior to commencement of
any works. if there are any discrepancies please

contact us.

2) Soakaways are to be a minimum of 5.0m away
from any building and 10.0m away from any
water course.

3) All drainage details are indicative and should
there be any discrepancies, please contact us to
review or agree with the building control officer.

4) in any project in which a building over a public
sewer agreement is required, it is the contractor/
client responsibility to obtain the relevant

approval. This is to be obtained prior to

commencement on site.

5) Contractor to locate the position of any
existing services prior to excavation.

6) In any project in which a Party Wall Agreement
is required, it is the contractor/ client responsibility
to obtain the relevant approval. In this
circumstance boundary foundations may be

required.

7) Unless noted otherwise, Rees Construction
Management have not identified any significant
risks associated with the design intent shown on
this drawing which could not be managed safely
by a competent contractor.
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