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Notes:

1. Do not scale from this drawing.

2. All levels are indicative and to be confirmed at detailed design stage.
3. All levels are in meters Above Ordnance Datum (AOD).

4. As the existing site is entirely impermeable, the existing surface water
discharge rate has been calculated using the Modified Rational Mathod (Q=2.78
CiA)tobe 11.40 I/s based on a total site area of 0.082ha. To provide a
betterment for the site and contribute to reducing flood risk in the local area a
56% reduction has been applied to this rate and therefore surface water leaving
the site has been restricted to 5.0 I/s as requested by the LLFA.
5. Attenuation within the site boundary has been provided for all storms up to and
including the 1 in 100-year +40% climate change event.
6. Areas of soft landscaping, a water butt and permeable block paving have been
introduced to act as SuDS features and reuse where possible and improve the
quality of any water leaving the site.

7. Surface water runoff will pass through the attenuation tank and then discharge
at the restricted rate to the existing combined sewer in Well Street, this has been
approved by Severn Trent Water through an S106 application.
8. Foul water will leave towards the north of the site via an existing connection to
the STW system.
9. All RWPs and SVPs are to be confirmed at the detailed design stage subject to
the architects' final layout.

10. All levels are to be confirmed at the detailed design stage.
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