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Specification ey
Main Rails H H H H
General ) ) . . .
Timber rails shall be 100 x 50mm in section, with the center of the top —
All components of the close boarded fencing are to be in accordance with the details Eﬂ ftc))i:ngaﬁ'g%%i%ozfg; r?&t\z@éggoiggiqﬁgéfea:cﬂlfi:ige; ef ?cri'xoefd‘rhe PERSIMMON
and recommendations of B.S. 1722 Part 5 1986 to which reference is made. The centrally between top anc? bottom r‘aiis. HOMES

following is a brief synopsis of the content of the standard :-

Feather Edge Board Filling Group Core Housetypes

Posts _ . Superstructure Detail

Feather edge boards shall be cut 2 No. from 100 x 22mm timber with
Timber posts are to be 100 x 100mm uniform cross section and shall be cut square 13mm to 6mm tapers and shall be provided at not less than 12 per meter | 2.0m High Timber Screen Fence
across at their base. The tops of the post shall be weathered to prevent the lodgment ;’V'ﬂ‘l 18mm laps when fixed. The boards shall finish 50mm above ground Drawing Number Date
of water. evel. PHNW-F-05 07/09/2016
Posts are to be set at 2400mm centers measured center to center of posts and are to Preservative Treatment .IS/czaée@ N

be set in the ground to a depth of 750mm. The holes for the posts to be set in

concrete shall not be less than 300mm square in plan or 300mm diameter if produced Timber shall be treated in accordance with the requirements for fencing rev

by auger. timber B.S. 5589 to give a category B (20 year) service life.
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