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NORTH ELEVATION as proposed

WEST ELEVATION as proposed EAST ELEVATION as proposed

SOUTH ELEVATION as proposed

Existing door removed &

window reinstated with wall

to be reconstructed in stone

to match existing

NEW NON-LOADBEARING STUD PARTITIONS

12.5mm British Gypsum Wallboard TEN either side.

75mm x 38mm treated sw or metal studs at 600mm c/s.

50mm Isowool partition roll within the cavity. Deflection

head detail employed where required. All joints to be well

sealed.

EXTERNAL WINDOWS & DOORS

Existing windows & doors to be stripped back and

repaired as required ensuring all openings are functioning.

Where rebates allow re-glaze with Histoglass D12 or

similar approved sealed double glazed heritage units

(12mm thick).

Ironmongery to be cleaned, repaired and re-used where

possible or replaced to match existing if required.

All windows and doors to be redecorated.

LOCALISED ROOFING REPAIRS

LOCALISED ROOFING REPAIRS

Pitched Roofs

Clean/Clear valleys/gutters of all debris/vegetation

Replace damaged/broken/shaling tiles with reclaimed roof

tiles to match existing.

Localised repair to torching to underside of tiling where

necessary.

Re-point mortar where it has become detached in sloping

valleys using lime mortar.

Replace cement mortar with lime mortar where

inappropriate repairs have been carried out.

All repairs to mortar to be carried out using lime mortar.

Rainwater goods

Gutters and downpipes to be inspected and cleared of all

debris/vegetation

Repairs to match existing.

Flat Roofs

Clean/Clear all debris/vegetation from roof surface and

gutters.

Replace self-adhesive flashings with new lead flashings

for longevity.

Repair bitumen type flat roof finishes/upstands where

necessary.

Chimneys

Clean/Clear all debris/vegetation from chimney stacks and

cowls.

Where mortar haunching is cracked/deteriorating replace

with lime mortar haunching.

Any open joints to the chimney stacks to be re-pointed

using lime mortar

Lead flashings appear to be in reasonable condition but

should inspected and repaired/replaced if necessary.

Any uncovered metal cowls to be replaced with covered

metal cowls to prevent moisture ingress whilst maintaining

ventilation.

All repairs to mortar to be carried out using lime mortar.

STONE REPAIRS

Minor cracking to stonework is to be monitored.

Re-pointing to be carried out where necessary/where

mortar joints have opened, using lime mortar.
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