
 

 
Schedule of works 
North Lodge – STHH.02  
 
Masonry cleaning  

 
To discharge planning conditions:  
 
Condition 4 of SMD/2026/0040 
 
Condition 5 of SMD/2026/0039 

 
 

The scope of work is to remove algae/green staining; remove traces of atmospheric pollution; to 
remove staining from previous mortar repairs and removal of paint.  
 
The proposed works consist of the following:  
 
1. Low Pressure Water / Brushing - To areas of vegetation and paint.  Allow for trial samples of 

cleaning applying proprietary biocide and cleaning with low pressure water / brushing etc to 
confirm whether this is effective. If required, additional cleaning may be required as per item 2. 

 
2. Steam Cleaning (Doff / Thermatech) - IF REQUIRED - If areas to remove vegetation, pollutants 

and paint using low pressure water / brushing are not effective, allow to undertake samples with 
the following methods: 

2.1 Thermatech Doff Cleaning  
2.2 Paint RID cleaning system 
 
Note - Trial locations & permission to be agreed with Conservation Architect and permission 
to carry out works prior to commencement.  
 
 

Ben Turner 
Architectural Technologist  
For and on behalf of Donald Insall Associates, Chester studio  
 

 
 

 

 

 

 

 

 

  


